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11206-TVH>J B
Self-aligning ball bearing

Self-aligning ball bearing 112..-TVH, plastic
cage

Twoja aktualna wersja produktu

Version code >J Not marked on bearing

Cage

Solid cage made of glass-fiber reinforced
polyamide PA66

TVH

Main Dimensions & Performance Data
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30 mm Bore diameter

62 mm Outside diameter

48 mm Total width

16 mm Width, outer ring

48 mm Width, inner ring

15.900 N Basic dynamic load rating, radial
4.650 N Basic static load rating, radial
295 N Fatigue load limit, radial
13.100 1/min Limiting speed

11.400 1/min Reference speed

0,35 kg Masa

Mounting dimensions

Damax

I'a max

56,4 mm Maximum diameter of housing shoulder

1 mm Maximaler Hohlkehlradius

Karta katalogowa jest jedynie przeglagdem wymiaréw i podstawowych nosnosci wybranego produktu. Zawsze nalezy stosowac sie do wszystkich dalszych
informaciji i instrukcji dotyczacych tego produktu. Na naszej stronie internetowej znajduje sie formularz kontaktowy umozliwiajgcy wystanie zapytania o

dalsze informacje


https://medias.schaeffler.pl/pl/p/2312163?utm_source=datasheet&utm_medium=image
https://medias.schaeffler.pl/pl/p/2312163?utm_source=datasheet&utm_medium=designation
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Dimensions

I min 1 mm Minimum chamfer dimension
D4 51,61 mm Shoulder diameter outer ring
dq 40,1 mm Shoulder diameter inner ring
b 7 mm Width retaining slot

t 9 mm Hight retaining slot

Temperature range

T min -30 °C Operating temperature min.

T max 120 °C Operating temperature max.

Calculation factors

Limiting value of Fa/Fr for the applicability of diff. Values of

e 0,25
factors X and Y
Y1 2,54 Dynamic axial load factor
Y2 3,93 Dynamic axial load factor
Yo 2,66 Static axial load factor
Wiasciwosci
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Obcigzenie promieniowe
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Fa Obcigzenie osiowe jednokierunkowe
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Fa Obcigzenie osiowe dwukierunkowe
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D Smarowanie olejem
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Karta katalogowa jest jedynie przeglagdem wymiaréw i podstawowych nosnosci wybranego produktu. Zawsze nalezy stosowac sie do wszystkich dalszych
informaciji i instrukcji dotyczacych tego produktu. Na naszej stronie internetowej znajduje sie formularz kontaktowy umozliwiajgcy wystanie zapytania o
dalsze informacje



